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 — Includes Charlie ASR Mount, Charlie .30 Cal 
Front Cap, and Charlie .46 Cal Front Cap

— Compatible with the Charlie ASR Mount, 
all Charlie Direct Thread Mounts, Charlie 
Piston Mount, all Charlie Front Caps, all 
ASR Muzzle Devices, Pistons and Tri-Lug 

 — Short Configuration: weighs 12.2 oz. & 
Measures 5.78 inches (without mount)

 — Long Configuration: weighs 14.9 oz. & 
Measures 7.72 inches (without mount)

 — Rated for all centerfire pistol and rifle 
calibers including 45 Auto, 10MM, 450 
Bushmaster, 458 SOCOM, 45-70, 338 LM 
and up to 460 Weatherby Magnum.

 — Constructed of Titanium, Inconel and 17-4 
Heat Treated Stainless Steel 

 — Full-Auto Rated
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All Purpose
Designed for versatility across multiple platforms with a balance for 
weight and performance.

SU5107

816413028025

9MM to 45 ACP / 5.56 NATO 
to  45–70 GOV & up to 338 LM

Charlie, ASR, Pistons, & 3-Lug

$1,117

12.2– 19.9 oz

5.78 – 9.0”

1.57”

17–4 SS, Titanium, 
& Inconel

SKU

UPC

Caliber

Accessories

MSRP

Weight

Length

Diameter

Materials

HK45, 5.2” barrel

Tikka T3, 17.5” barrel

AR-15, 8.5” barrel

Rem 700, 20” barrel

Tikka T3, 24” barrel

Rem 700, 26” barrel

Henry, 20” barrel

45 ACP

.223 REM

300 BLK

.308 WIN

.300 WM

338 LM

.45 – 70 GOV

Fed American Eagle, 230 gr

 Norma Tactical 55 gr

SilencerCo Harvester, 220 gr

Barnes Precision Match, 175 gr

Fed Gold Medal Match, 190 gr

Hornady ELD Match, 285 gr

Hornady LeverEvolution, 325 gr

Charlie 46

Charlie 22

Charlie 30

Charlie 30

Charlie 30

Charlie 355

Charlie 46

137 dB

128.9 dB

130.1 dB

134 dB

137.2 dB

140.1 dB

140.7 dB

dB Readings

Caliber dB  Reading
At Ear Long Config

Host Ammo Front Cap

Features

Specifications

Hybrid 46M


